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Directcd Call Pick IIP W itb Ba rgc-l n (8033)

Direned Call Pickup Wiili Barge-In allows a subscriber to pick LIp a call which Iw~ been answered or is ringing
on another line. This femure is initiated by dialing an access code in the fann of wXX Jnd the telephDne number
of lhe line to be picked up. If the line to be picked up js in the ringing state, a connection is established beffi'een
lhe fine originating Dir~clecJ Call Pickup Wilh BargC'-ln and the line thal originated the incoming clIll. 1[" lhe line

lO be picked up nas answered lhe incom ing calL a thn:c way eonncuion i5 ~slablished be[wecn the Iinc inilialing
lhe pickup, the ori gi milin g line 11m] lh e calkJ line.

BOlb lhc line originating lhe pick up and the line to be picked up Illust be equipped with lhe service and must be
in lh e same ct:ntrlll () ffi ce sw ilch. Olh er tee hnica Icomidt:rat ion S 11 Iso apr Ii' _

Generic Name of ONA Service Product Name as£. or eNS

Drrected Call Picku p With Barge-In Qwest - Directed Call Pick LI P With Bilrge-In BSE

This feature is available in the following central oftice ~witches;

Switch Type 5ESS

Earlicsl Generic Release 5£:::2

Reference:

• (iR·590 LSSGR: Call Pickup Fcmurt5 FSD Ol·02~2!!OO (A Module of LSS(lR, FR~64). hsuc:: I, June 2000
(rcplaces TR·TSY -000590 Issuc I - no technical changn).

"This service. jf offered [IS ::I BSE, if. associated Wilh the Circuit Switched Lir:-.: ba.~ic ~erving arrangement.

UrDATED 7/3l.'1 0
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Oircctcd Call Pickup Without Barge-ln (8032)

Direcled Call Pickup Withoul Bargl..-..ln allows 11 subscriber to pick up a call which is ringing On anOlht:r lint:.

Thi~ f~a[ure is iniiimed by dialing an f1ceess code in the fonn of~XX find the k;~'pbone number of the line to be

picked up. If ihc line to be picked up is in tht ringing Sialc, a conneciion is. eSiablished between tne line

ortginaling Direued Call Pickup WilhoUl Barge-In and tht: line tnat originated the incoming calL I fthe line in

be picked up has answered the incoming call, busy tone is relurned io the lin: that originaled the Oimcled Call

Pickup Without Barge-Tn feature.

Doth the line origimning the pick up and the line to be picked up must be equipped WLUl the service and must be

in the same central office switch. Other teehni(:ill considerations alsotlpply.

Generic Name of ONA Service Prod 1IJc{ Namc BSEor
eNS

I

Directed Call Pickup Withoui Barge-ln Qwest - Directed Call Pickup Without Barge-In IBSE

This feature is a\'ailable in the following centml office ~wi~ches;

Sw~{ch Typ~ 5f::SS

Earl iest Generi c Rei ea~e 5E2

Reference:

• GR·j90 LSSGR: Call Pickup FcalUrc~ FSD 01·02·2800 (A Module of LSSGR, FR.64), Issue I, June 2000

(rep1aCeS TR·TS Y·000590 I~U(:: I - no tech nica1ch~mge-':'o).

This ~ervice, if offered as a BSE. is a~sociated wiUi the Circuit Switche:i I,inc hasie serving arrangement

UPIJATE.:D 7fJ l.llO
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DishnClivc Alert (SIB))

.)istinctive Alert, when used in conjunction with !.he Dial Call Wailing feature, will aHow J subscriber (for
example, an Enhanced Service Provider'~ clienl) lo be nOlifi.C(J of cenain incoming calE. When called from a
line equipped with the Dial Call Waiting JCalurc, a distinctive ring will be provided if the line is idle and fl call
waiting tOile will be heard if the line is bus)'_

Both the line c4uippcd wilfl Disrinclive Alert and the line equippe:f with Dial Call V/aiting must be in the same
cerma] office switch. Oltler technical considerations also apply.

Generic Name of ONA Service Product Name nSF..:.orCNS

Distinct ive A!ert Qwesr - Distinctive Alert BSE

This femurc is available in rhe following centrill office switches:

I Sw~tch Type SESS

I Earl iest (jmer ie Rc lease 5E2

This service, if offered £IS a BSr: is associated with the CireLlit Switched Line basic serving arrangement

UPD..'ITED 7/3lil 0
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E~sy Acce:;,.~ (8054)

Easy Access is an AlN service lhat provides OJ5lomers with the ability to press ~98 and automatically connect to
another predetermined telephone numbeL The predelemlined number must be provided al the time the service
is inslalled, and can only be changed through the issuance of a service order.

Easy Access is specitically designed to work with switches on the SS7 network lhal supports AIN 0.], TIle
service will not be capable ofworking wilh non.AlN swjrches or switches not on the SS7 Nelwork.

-

Generic NAme of ONA Service Product Name BSE or eNS

Easy Access Qwcst - Easy Access eNS

This feature is available in the following Ct:nlra] office swttches, with generics that ~uppon AIN 0.1 capability:
Lucent 5£S S, Lucent JA ES S, an d Nortd DMS-I oon00. Glsy Access is aIso not com pal ihIe with ccrtain typc s
of complex services. Please refer to tht: appropriate larilT for further details.

References: nO[ available.

;';;':lATEiD 7/J 1/10
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Monthly CaJl Dctail Rer.ordjng (4023)

This capability tS an arrangement to provide a cuslomer wjL.h a. monthly record of term inating calls [0;1 ~pedfLc

customer number. The customer is pro\'ided with call tlclaiJ information such as: calling tckphonc number, the
customcrw spccil1ed number, date, time of d:))' and call duration,

Gene ...ic Name of ON A Service Product Name RSE or eNS
. -

Mon lh ly Call DNa iI Record illg BS·· Call D~taH Information BSE

FEATURE OPERAnON:

The customer subscribe." to 11 service utiljzing a unique NXX code. The unique NXX code is used to route call ..
for that NXX to the TOPS switch for rl..'Cording. nle billing process separatc~ the recorded messages by lille
number and prepares a magnetic tape for each customer requestlllg a detailed record of the calls to his number,

lECHNOLOGlCA l. AN [) FEATURE rNTJ ;RACTION CONsmERATlONS:

l, Call detail includes the customer's number, the <riginming number, date, fime of day and ca.ll doration.

2. Data is prav lded on magll etic tape. The tape dens ity and nll mber of trach will bt: thm used by me program
and data proceSSitlg system in use by the LEC's accounting center furnishing the tape.

3, A magnetic tapt: will be pro .... ided by the LEe on each occa~ion lhat the call informiltion is furnished to the
customer, The tape becomes the property of the customer and may not be returned to the LEe for reuse.

4, Referen~es:

• None
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Multiplning • Tl Transport - 1.544 Mbps & Line Sid~ (8024)

This provides lhe ESP with a digital 1.544 Mbps faciliI)' at their premises thllt is then avai lable to provide for 24
Line Circuit Switched Basic Serving Arrangements. The interftlce is capable oftr.ansmittilg ckclrical signals at
(\ nominal 1,544 Mops rdlc. with the capability to channelize 24 voice frequency trammjs~ion paths. When
urilizing analog terminations. cither in analog or digital switch ing systems, the ROC will provide multiplex
and/or channel bank equipmcnl to derive 24 transmission paths of a frequency hamlwidth of approximatel~300

lO 3000 H2. \Vhen utilizing digital term ination~, either in analog or digital switching systems, the BOC wi II
proYide:: 11 DS1 signal in D3/04 format. All service win be providcd with jndh'idual transmission path bit stream
sup~rvi sory stgna ling.

AJl circuit switched BSAs on the individual DS I facilities mUSi be unjfonn in that they must all t.t:rminalc in lhc
same suitably equipped circuil switch. The individual 24 circuit switched BSAs mu~t all he (lfthe same
equipment type, i.e" lines Jnd mmks cannot be mixed.

Th is ser\' ice will be pro\' ided on an ind iYidual case basis.

Ceneric Name or ONA Scrvirc Product Name BSEor eNS

Multipkxing. T1 Transport - 1.544 '1bps - Line Side Qwesl • In tc tface Group 6 BSE

Reference: GR-51O LSSOR; SySlem Interrace~. Section 10 (A Module of LSSGR, FR·M), Issue 1, Junl; 2000
(replaces TR-TSY -000510 Issue 2 & Revision~ I & 2 - nO [ethnical changes).

This service, if offered a.... a BSE, is associated with the Circuit Switched Line se::rving arrang.ement.

UPDAHD 7i] Jill)
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MulliplHing - T J Transport. ] .544 Mbps - Trunk Side (500)

This provides the ESP with a digiUiI 1.544 Mbps facility at lbeir premises rhat is then avtlil<lble to provide up to
24 Circuit Switched Trunk Aasic Serving Arrangemcnts_ When utilizing analog network terminations, the
telephone company will provide muhiplex and/or channt:1 bank equipment to muJriplex 24 transm ission paths of
J frequency bandwidth ofapproximately 300 lO 3000 Hz into aDS 1 signal. When utilizing digital network
terminations, the telephone company will provide aDS l signal,

G~ IIUl( :'II~m( or 01\"A Scn-·icc Pmduc:rllillmt 8SE cor C\'S

Multirl~xing-Tl T~ans",oll' l.544 Mbps . Trunk Side NX· Circuli Switch~(l Trunk Wilh ·1"1 lr:Lnsr~'rt RSF.

Reference: GR-510 LSSGR: System Interfaces. Sectton 10 (A Module of LSSGR. FR-64), Issue l, June 2000

(replaces TR-TSY -000510 Issue 2 & Revisions I & 2 no tcchnical changes).

TIlls service, if offered as a ESE. is associated with the Circuit Switched Trutlk serving <lrrangement.

UPDATl'"!) 7/31/1 U
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Number Fo~nnjing (8055)

Number Forwarding is an Adv1lnce<J Intelligenl Net\'t'ork (1\ IN) ~t:r\'icc lhm allows. a customer to have a

telephone number willwllt having an exchange access lioe, Calls pla~ed to the t:lcphone number can be
forwarded lo any olher telephone number within the local calling area.

CCllcrk NADle of DNA Sen--ke Produ~l Name BS[ or eNS

Number Forwarding Qwest ~ Number Forwarding eNS

FfATURF OPERATION:

Numbo=r Fon-varding is fin AIN servi:e rhat 'lBows J customer to have a lelcphone number without having an
exchange acceSs line. Calls placed to the telephone number can he forwarded lO any other telephone number within
the local calling area. II is specifically designed to work with swithcs on the SS7 network that supports AlN 0, I.

The service will not be capable of working with non-/dN switches Or switches not on the SS7 network, TIle service
does requin: a Specific lJigit String 10-digit Trigr:;er (AKA 36 6.10 or POOP) on the subscriber's telephone number.

Number foorv.'arding is available on switches equipped with AIN. Lucent 5ESS, Lucent lA ESS, and ,'nrtel OMS
1UU/200 are all swit'hes capable of offering this st:'r\licc.

Refere nee s: not app1icab1e.

U[.'Di\TED 7/3[flO
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Operator Services Automlltic Call Di....trihluinn (8061)

Operator Services Automalic Call Distribution Service is a whoJes<lle offering that will enable carriers and other
..... holesaJe service customers ofthe telephone company to havl: the a.biJjty lo provide their end user5 with timely and
u5eful infomlalion lhal g()~S be)'ond lraditional Direc(ory Assistance C'DA") servic~. This ~ervice willl:na.hlc
carriers and other whole5ale service customers to respond lo reQuesls for other jnfonnation such <1S weather reports.
ski condiliom. movie/theater information, driving dir~tiollS, horoscope, etc.

Ccncric Nnme- of ON A Servic~ Produet Name BSE o~ eNS

Opcrrdor Services Automatic C<l'l l1istribution Qwest - Enhanced Directory Assislance fiSE

FEATURE OPERAnON:

This ~ervice ulilizes certain service functions of thetelephone company-mainlained Telepbone Operator Position
System ("TOPS") swilches lhat enable rouling, queuing and managemenf of calls In operator lerminal equipm~nt.

Please refer (0 the telephone company tariffs lo dctcrmine availability on an interstatebasis, and to determine iL~

availahilil)' on an intrastate basis in specific states.

UI>lMT!::1) 7/~ ,il (I
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Prio dty (llst9lla t ion Serv ice (40 l3)

This service provides lh~ ESP, on an optional basis, priority insfallafion,

CCllcric NAme of ON A Sen.'iet' Pmdud Name BSE ol"CNS

Priority Iasta Ilat '(In Se rv ice RS • Exr L:di lOO Order I3SE or eNS

FEATURE OPERATION:

An ESP may reqlJesl thatlhc inSlallation service order be expedited, Dle ESP will incur Lhe ExpeJiled Order
Ch arge to obtain the C1( pcdi lcd serY icc dale.

Referencc:s: nol appi icable_
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Privacy . (8047)

With Privacy f-, callers that are in an "unllvailabk'unil..lentificd" area lind callers that choose not to unblock their
dala, will bt: asked to record their name. Caller lD with Prine}' + will ring lhe subscriber's phone witha
dislinctive ring {two short rings). If the call is answered, the customer ....·ill hear the recorded name and have the
orlion of pressing "1 " to accept the call or "2" to reject the call.

Generic NAme of ON A Sen-'ice Produd Name BSE orCNS

Priv<l,ey + Qwc..~l - Privacy + eNS

Refere nces: not applicab Ie.

LII'Di\T!=:l) 7/31,110
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Rcdircding Name Delivery (8046)

Redirecting Nam~ Delivery, available to ISDN PRI subscribers. tlilows far the name and numbcr of lhc original
caller and the laSl redirecting number to be displayed after .1 mil has been redin::cwd via 11 call forwarding

feature. The CUS-lomer musl have CP£ that will djsplay the redirecting name and number.

Generjc Name or ONA Service Product Name USE:: or CNS

Redircct ing Nam e Del j very Qwesl- Redirecting Name Ddivcry BSE

Rdcn::nces: not applicable.

Ul'DA'l'~~) 7jJ l;W
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Red j recti ngNum ber De live ry (8048)

RcdLreCling Number Delivery (RND) is a lerminating u~cr r~ature available to ISDN BRI subscribers. it allows
the deli\'~ry of the redirecting number to the called party 10 indicate tnal call forwarding has occurred, Ifthe
recei\'ed call ;s Of fon.\'ardcd call, the original calling party's number and the lasl forwarded direclory number are
de livered to th e ca Iktl pany .

Generic Name orONA Service Product Name BSE: or eNS

RedIrecting Number Delivery Qwcst- Redirecting Number Delivery eNS

R.eferences: not applicable.
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Rem ote Can Forwa rdin g (3004,4019,50] 4,802S)

Remote Call FOT\\i"rding (RCF) is a service thal uljlizc~ a Direnory Number (DN) to muomatically forward all
incoming calls to another ON. The forwClrded to number can bf;: in the ~arne central office s.,.t'itch or in another
central office switch.

The remote CJ II fo.-v.'ard j ng directory nII mber is not direelly a.<o;,soe i!Ilcd with an access connec(jon arran gem en t,

but rather is a software tmnslation prognlmmed within the ccnLral office switch. All calls dLaled to that directory
number will forward to another number autom:'ltically. The SUbscrLber to lhis cflpability does not have a station
sd for tcnninatioli of calls made to their remote call for.vaJding number.

Generi~ Name of ONA Service Product Name BSE or eNS

Remote Call Forwarding BA - Rem ote Call forward ing eNS

BS • Remme Call Forwarding eNS

NX - Remote C,lll Fon\iarding eNS
! Qwest - Market Expansion Line 8SE

Reference: GR-581 LSSGR: Remote C<lll FOT\\iarding FSD OI..{}2·1402 (A Module ofLSSGR, FR-64),Jssue I,

June 2000 (replaces TR-TSY-000581 Issue 1- no technical changes)_

ThLS service. jf offered as a BSE, is associmed with the Circuit Switch~t1 Line serving arrangement.
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Remote C~ll Forwarding 00 OlD L.incs (8057)

This 5ervice is an Advanced Intelligenl Nclwork (AIN) capability that allows Remote Call Forw<lTdillg On Direct
Inward Dialed (DID) lines. It also allows l1u: calb lo be ['orwarded on a scbeduled basis.

(;encric Name of ONA Service Product Name BS£ or eNS

Remote Call For\'/arding On DID Lines Qwest .. Call Planner eNS

rCATURE OPERAnON:

This t\IN service allows female call fot"\'r'<lrding on DID lines, It also allows Lht:" calls to be fO[\l{arded on a
)cheduled basi~_ This service will be a\'ailable with the following DID seTVict:~:

• Primary Rule ISDN (Voice Only)

• Advance{) DSS 2· W'l)' and In-Only

• TOO In.Only

AIN Rt:molc Call Forwarding on Dm Lines is an AIN service and is lIvaitable in switches within the eswblished
AIN Local Calling Area. it Js available in the following swikh types:

• Lucent 5ESS

• Lucent 1A ESS

• None] UMS-lOO

Reference: not a\'ailable.

urDi\TllJ 71"3 Lfl 0
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Sec uri!)' Scrcen (8056)

Securi l)' Screen is an Advanced Inte II Lgem Network (A rN) feature thm provid es suhscri ber~ wi lh the an iILt>' to
~creen Private/Anonymous and Out Of AreaiUnknown calls that are placed to their number.

Ge nHic Nam C 0 f 0 NA Sen'lcc Product Name BSE nr eNS

Securily Screen Qwest - Security SCTee n eNS

FEATURE OPERAnON:

Securily SCreen prompts unidentified calle~ to preS'> I to unbl(lr.:k thcLr calling party information. or to press 2 10

input the number lh~y are calling from. Security Screen advises callers to hang up if they arc ~olicitors. If a
caller chooses nol to unblock ilidr calling infonnatjon or enter their call iT[; numher, Sl'(;urily Screen wiU advise
the caller that their call CaTIT1O[ be completed, and will tenninate the call or transfer the call to lnr.: subscriber's

voice mail, If a caller chooses to unblock their line or enter their calling party information, lheSC"rvicc alerls the
su bscri ber of lh ~ incom ing call wi lb a dist inct ive ring, and rh e caller's numh~r and name (i f av~ i lab le) arc
displayed on the subscri ber' sCalier ID unit. Set urity Screen can he tum ed on an d 0 tl by lh e ~ubscriher. A
customer who subscribes to Securily Screen mu~t also subscribe to Caller Identifici\tiofl (Name and Number).

Securily Scre~n is available in all Lucent 1A ESS, Lucent SESS, and Nonel DMS 100 ~wj[chr.:s that are AIN
capahle. Il is not compatible with DlD, iSDN, Digital Services. and Custom Ringing in a DMS 100.

Reference: not available.
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Selecth'e Call Waiting (806])

Selectjve Call Waiting is a premium ve~ion of Call Waiting that allows the subscriber to est.ablish and modify a
llst of telephone numbers that trigger th~ Call W~iting tone when the subsniber's line is in use Calls from
telephone nl.l mbe rs not on the 1isf, or ca11 ~ from un itlentifu.:d ca Hers wi Uejther be romed to vo ice mIii I (i r
sub~cribcr has voice mail) or they will be routed lo an announcemerH that will tel the caller thilt the line j.o> bmy
and lo tl)' til ej r ca II late r.

Generic Nilme or ON A Servjce Product Name BSE or eNS

Selective Call W~iting Qwest - Selective Call 'Nailing. eNS

Reference: not available.
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Service Code Dcnilll On Line O~ Hunt Gmup (6005)

This ~cml:n ing option diSflll ows camp let ion oftenn iO<lti ng calls to local di n:clory ass istan ce (41 1, :;:;S-1212), to

~ervicc codes 611 and 911, and to local operator assistance (0·, 00.). Blocked calls are routed to a reorder {one
or a recorded annOuncement

Service Code Denial On Line Or Hunt Group is useful to 900 services and the ESP intlustry for fraut.l cOnlrol.

This feature is provided in all electronic end offices and, when: available, in electH~mcchanical end offices.

Gcncrk Name of ONA S~FVice ProduC'l Name BSE or C;VS
.. -

Serv ice Code Denial On Line Or Hun t Group PB - Service Code Denial On Line Or Hunt Group BSE

Reference: GR-JJ4 Switched Acuss Service: Transmission Parameter Limits and Inb;rface Combinations.
Issue 1, July 1994 (replaces TR.NWT.000334, lssue J)

This servict:, if offered flS a I3S(, is tl5socitlted with the Cin;:uit Switchctl Line ser"ing arrangement.
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Surrogate Client Number (4002)

This capability provides 11 melbod for customers of an ESP to have a "prcsmcc" in the ESp's serviJg office as a
"virtual telephone number.1> This capability will allow an ESP to identify the "calling number" of customers
served by central otlices where demand is insufficient to justify a Foreign Central Office (FCO) arrangement for
calling number idenlificalion l>ervices such as SMDI that are currently limited by lechnology to intraoffice
applications only,

This capability is presently only fea~ible from lA [5S switches. Thi~ capability cannOi be used with Call
Forwarding Don't Answer to a DID number. This cap.lbihty is limited 10 intraotllce operation.

I Generic NlIme or ON A Service Product Name BSE Of" CI\'S

Surrog,lte Clienl Number OS - Surrogate Client Number RSE

Reference: GR-58l LSSGR: Remore Call forwarding FSD 0 1&02-1402 (A Modlde of LSSGR, FR-64), Issue I.
June 2000 (replaces TR-TSy-oOO.s&1 Issue I - no technic'll changes).

This service, if offered as a BSE, is associated with lhe Circuit Switched Line serving arrangement.

UPDi\TeD ,milO
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Switched 56 Kilobit Service (3019t 4021 l S0)6)

Switched 56 Kilobit Servict: .:nablcs subscribers to transmit and receive data at the rale 01' 56 kilubits pcr
second. Customers requiring ImerLATA./jmersrate trallspon ctln subscribt: to an Inlercxchange Carrier that has
Switched 56 Kilohit Service connectjyj(y. The telepholle comp<rl}' may offer Switched 56 Kilobit Access
Service using Feature Group D protocol arrangements.

GCllCriC Name of ONA S~fyice Product Name SSE Of eNS

Sw ilctJ cd 56 Kilobit Seryice SA • Switch;::d 56 Kilobil Service I3SA

OS - AccuPulse~' RSA

NX • Swi(chway BSA

rEATURE OPERAnON:

Customers establish calls by dialing 7 or 10 digits as they would for a POTS call. Calls can only tenninate to
another Switched S6 line and cannot be used for nonntll vQice communications.

TECHNOLOGICAL AND FEATURE INTERACTION CONSIDfRATIONS:

I. Tbjs feature is available in the following central offLce switches:

Switch Type JA ESS 5ESS

Earliest Gen eric Rei ease lAE3 5£6

2. Thi~ s~r\licc is offered from specially equipped IA ESS and 5ESS switches usjng facilities that are
designed to accommod,lte 56 kilobit... per ~econd. full duplex, synchronolls trtlnsmission, Remote access
arrangements are available for customer localions not within the local wire center area of the specially
eq uipped sw itches.

), Subscriber loops from the local central office to customers' premises must be 4-wire, non-loaded facilities
thllt can he designed to meet me specifications of Digital Dala Service.

4, Interoffice fa<:j~Lties are specially equippe<i and are t1edicall-d to the transport of Switched :56 Kilobit
Sc::rvjcc traffic. Access facilities are also ",recially equipped and dedicated to Switched 56 Kilobit Service.

-' AccuPu Isc tS A r~gi ~1~r~J ~~n' iIX mark ofDcllSou th Cc>rpOr:l1 ion
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S, CUSfOme~' CPE mUSl be Accunet Compatible.

6. References:

• GR.334 Switched Access Service; Transmission Parameler Limits <lnd htertace ComOinatiom. l~ue 1,

July 1994 (replaces TR-N\VT-000334. Issue 3).

• MDP.326~726 Djgital Dtlta System Channd lnlcrface Specification, Issue 1, Sl:plcmbcr 1933 [no

longer lisled].

This service is associated with the Circuit Switcbed Trunk bJ~c serviflg arrangemcnl.

~r"DATED 1,'31/10
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Tbird NUlIlbcr BiJHog Inhibited (4(}J 2,7067)

This cap<lbility provid~s Enhanced Services Providers (ESPs) with the ability to prcYcflllhird number calls from

being billed to their sWllched access billing accounts, (e.g" DID number~. Thi~ cap£lbili£)-' is provided by rhe

operalin,~ procedun::s of a BOC providing opermor services carabilitic~.

Whl;:n a eall is made to a noc operator services sySlem, and the caller requests the charges be billed to ~ lhird

number, the operator makes a catl to lite mird number for verification th'lt lhL:: charges will be accepted. If no

answer is recerved when the third number is called for verification of billing acceptance, lhc bill 10 third request

is rejected.

In some areas, when a call is made to a BOC opemtor services system, and the c.alkr requesls the charges be

billed to a third number. lhe operalOr queries the Line Information Database (LIIJU) w detennine the billed

party's preference concerning billlO lhird number requests. If the informalionin lhe L1DI3 indicates to always
reject bi1] to th ird party aHem piS, tne n {he bill to tl\ ird request is rej ecwd.

Genedc Name of ONA Service Pl'"oduct Nlime SSE orCNS

TI\ird Number Billing inhibited ,;. nSf or eNSBS & Silled Number Screening

CNS
SWB • Billed Number Screening

--

Reference: FR-27 1 (replaces FR-NWT.000271) Operator Service Systems Generic R(:':quircmcoLS (OSSGR). Issue

006, January 2010, (Replaces Jssue 005.) See FSD 85-01-0300 for inform<ltion about Third Number Billing, see

GR· 1I?? OSSGR: SpeciJI Billing Features (FSD 85 Series), A Module of OSSGR FR·271 & FD·LECKIT-CIJ-o 1,
Is~ue:; - August 2005.

Tllis c~pability is ~v""il~blc lhmu~out lh~ DellSCtuthregion upon C:LJ~10mcr n=qw:.~t

UPDATED 7.:JIIlO
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Thrce Wa~' Calling (302(l.4020,50 19,8028)

Three Way Calling (TWC) allows a ClJstomcr to add a third party to an existing conversalion wilhoUl oper;!to"
assiswnce. The party initiating TWC may hold one part)' with pri"<lcy exclusion while dialing and talking with
another party and CJn later include the held parLy in TWc.

GencrlC Name of ONA Scrvice P~odllct N:Jrne

Three Way Carling BA - Three W<lY Calling

BSE or eNS

RSF

BS 9 Thrc~ Way Calling eNS

NX & 3 Way Calling HS.t:

Qwest - Three Way Calling BSE

FEATURE OPERATION:

A customer subscribing to TWC is abk lo add a third pany to a stable call reg.ardle~s of whicn party origiomed
the call. The subscribing customer flashes his ~wilCh-hook, receives recall dial tone, dials the third party, and
lla~hes the switch-hook again, The third party may be added to lnc call while the station is receiving ringing or
the ~ubseribing customer may spe<lk with the thirdparty in privalc prior to adding the third party to the ~table

cllll.

The thi rd party wi II b~ di~conncclcd from the call if rh e party in iti ati ng th e Twe tl ash€.~ the ~VI' j lc flhook.

If the party iniliating. the TWC dis.connects, aJl parties are disconnected.

I ra party other than the party initiilting the TWC disconnecls, the remaining two parties may continue tbe call.

TECHNOLOGICAL AND FEATIJRE TNTF,RACTION CONSIDfR.A.TIONS:

1. This fearure is Jvailable in the following centml office switches:

Switch T~"pt! lA £SS SESS DMS·IOO

Earliesl Generic Release lAE8 SE2 RCSl7

2, Recursive us~ of TWC is lim ited only by resources of the switching system .and lrl:lnsmission capabilities
(A adds on R B adds 00 C, C adds on 0, etc,)

1. Dialing restrictions of a station continue in effect when dialing a party [0 be added on,

4. Speed Call ing can be u~ed when add ing a party.

5. The initiator of TW( should not receive a Call Wailing tone. Other pflnies 011 the call can ~ei\'e and
re~pontlto a CaJl \;I,.'aiting tone,
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6. Eil:her or bolh h;~ of a three way call may be an interexchanl';l: Or inlemational calL

7. TWC is not availabk on lines with [WO or more parties.

g. References:

• GR·577 LSSGR: Three-Way C"Jling. FSD OJ·02· f10l (A Module ofLSSGR, FR-64), issue I, June
1000 (replaces TR-TSy-000577Is5ue I & Revision I - no lechnical changes).

This st:rvit;c, if offered as a BSE, is associated wilh the Circuit Switched Line serving <lTTangemcnt.
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Traffic Data Reports (4016,5012,8016)

"fh is capab i1ity wi 1I pro\'i de ESPs wi lh period ic (e. g., weekly) printed sum maTi es 0 f ira me data on the ir network
facilities that are associated with ecnlrnl offLce switches, Traffic dm<l reports include traffit: information such as
number of call attempts (peg count). number of bladed calls (overflow), and usage by ESP trunk group
(minutes of ust:). The standard methods for delivering this infomlr,llion are paper printouts or magnetic tape ill a
standard fonnat.

Generic Name of ON A Sen'i~e Prod lIct Naloc USE: or eNS

Trame Data Reports BS - Access To Traffic Data/Network Usagt: In ronnation Service OSf

References:

NX - Business Tratlic Study Ser\,jce

Qwest - Traffic Data Report Service

BSE

OSf

• TR·NWT-000335 Voice Grade Special Aec(::ss Scrvice· Transmission Parameter Limits and Interrace

Combinations, Issue J, May 1993

• Also sec Recommendation X.25 of the IT~TS (formerly CClTT] Red Book.

Tbis service. if offered a~ a ASE, may be associmed with the Circujt Switched Line or Trunk basjc serving
arrangem ents.
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